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®MICROPARTNER - MI  

Industrial Manipulators

FIXED OVERHEAD  MIF OVERHEAD TROLLEY 
MOUNTED MISCOLUMN  MIC

Pneumatic Manipulator MICROPARTNER MI with articulated arms.

Due to the reduced dimensions, the MICROPARTNER MI is a lifting 
device particularly easy to handle, designed to move in a weightless 
condition medium-light, center and off-set loads in any direction.
Equipped with special gripping tools it allows the operator to work 
quickly, with precision and without effort, in excellent ergonomic 
and safety conditions.
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EN ISO 9001: 2000

CERTIFICATO
N.44100 060832SC.04  ED.0
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Micropartner column mounted - MIC

No. 4 holes ø 25

Micropartner overhead mounted - MIF

Compresed air
attachment point

Hole to be made on
the support

No. 4 holes 
ø 18

Support to
be mounted 
by the customer

Micropartner overhead trolley mounted - MIS

Min. overall 
dimensions

Hole ø 25 for 
support rod

Support rods interaxis

Distance

Min. overall 
dimensions
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Vertical lift 1000 mm
Min. overall dimensions 2000 mm
Max. overall dimensions.±3300 mm

Vertical lift 1280 mm
Min. overall dimensions 2000 mm
Max. overall dimensions ±3570 mm

Vertical lift 1400 mm
Min. overall dimensions 2000 mm
Max. overall dimensions ±3700 mm

Weight 
capacity

(Kg)

Max radius (mm)
Min radius (mm)

Vertical lift 770 mm
Min. overall dimensions 2000 mm
Max. overall dimensions
.±3050 mm

Vertical lift 1000 mm
Min. overall dimensions 2000 mm
Flange attachment height 3400 mm

Vertical lift 1280 mm
Min. overall dimensions 2000 mm
Flange attachment height 3660 mm

Vertical lift 770 mm
Min. overall dim.2000 mm
Flange attachment 
height 3200 mm

Weight 
capacity

(Kg)

Max radius (mm)
Min radius (mm)

Vertical lift 1400 mm
Min. overall dimensions 2000 mm
Flange attachment height 3750 mm

Vertical lift  1000 mm
Min. overall dimensions 2000 mm
Runway attachment height 3550 mm

Vertical lift 1280 mm
Min. overall dimensions 2000 mm
Max. overall dimensions 3800 mm

Vertical lift  770 mm
Min. overall dim. 2000 mm
Runway attachment height
 3400 mm

Weight 
capacity

(Kg)

Max radius (mm)
Min radius (mm)

Vertical lift 1400 mm
Min. overall dimensions 2000 mm
Max. overall dimensions 3900 mm

Air supply: Dry and oil-free compressed air min constant 0.7÷0.8 MPa

Structural versions: column mounted on fixed base-plate, autostable base-plate
of  our supply properly dimensioned or with autostable motorised trolley that translates on 
a simple profile track located on the floor. 
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Manipolatori Industriali

Dalmec S.p.A. 	
38023 CLES (TN) - Italy
Via Gramsci 2 - CP 104 

Tel. 0463.675.111
Fax 0463.421.380

E-mail: dalmec@dalmec.it
www.dalmec.com


